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Whip Stock Questionnaire Sheet
	Date
	

	Company (country)
	

	Post address 
	

	Contact person  
	appointment

	
	

	Phone; fax ; E-mail
	

	Well  parameters 

	Oilfield
	
	Formation
	

	Well №
	
	Type of the well
	

	Type of the rig 
	
	Drilling date
	

	Well design
	Diameter, inch (mm) / wall thickness 
inch (mm)   
	Total
depth, ft (m)
	Cementation interval,ft (m)
	Min. internal diameter, inch 
(mm) / wall thickness, inch (mm)

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	PRODUCTIVE PARAMETERS

	Total depth, ft (m)
	
	Window-cutting interval, ft (m)
	

	Inclination, degree
	
	Deviation, degree
	

	Rock  parameters
	

	Sight angle, degree
	

	Project deviation after window cutting, degree
	

	Mud type
	
	Mud density 
	

	Pressure test quantity, psi(MPa)
	

	Rotor  altitude (coupling) , ft (m)
	
	

	Depth of coupling under Gamma-log , ft (m)

	Top coupling*, ft (m) 
	

	Bottom coupling* , ft (m)
	

	Inclination parameters, degree
	

	Max. inclination gradient, degree
	

	Cement condition under CBL 
	

	Drilling assembly for new hole
	

	Start of works
	


*Notice: parameters specialized after coupling locator
Logging and inclinometer data are required 
Compiler: ___________________ 
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